1:59:44 Pk

6/30/2008

P:\OI001900INChicage CADDN\Sheste\SI_ExpJTBra.dgn

BRIDGE APPROACH
PAVEMENT STANDARD
420401-01 TYP.

BRIDGE OMISSION
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\TYFE I ELASTOMERIC
EXPANSION BEARING

SECTION THROUGH ABUTMENTS

SEE SEAL
CUT OUT DETAIL

BILL OF MATERIAL

ITEM UNIT TOTAL
| PREFORMED JOINT SEAL 25" FO0T. 22
ELASTOMERIC BEARING ASSEMBLY, TYPE 1 EACH | 11

SEE END OF SEAL CUT DETAIL

END TREATMENT
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BONDED

SECTION A-A

TYPE I ELASTOMERIC EXPANSION BEARING
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SHIM PLATES SHALL NOT BE PLACED
UNDER BEARING ASSEMBLY.
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SIDE RETAINER PLATE

TYPICAL

TOP AND BOTTOM

(TOTAL = 8 PLATES)
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FABRICATE TO CROWN

T6'® HOLES AT 127°CTS. FOR
370 BOLTS. ALL BOLTS SHALL
BURNED, SAWED OR CHIPPED

1:] OFF FLUSH WITH THE PLATES

]

AFTER FORMS ARE REMOVED.

\ K
% \ - ¢ X 87 GRANULAR OR SOLID FLUX
b x b BARS ** FILLED HEADED STUDS CONFORMING TQ
3 V1L AT 67 CTS. - ARTICLE 1006.32 OF THE STD. SPECS.
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THE COST OF THE TOP PLATE OF THE ELASTOMERIC
BEARING ASSEMBLY SHALL BE INCLUDED IN
"ELASTOMERIC BEARING ASSEMBLY, TYPE I'

. THE COST OF THE SHEAR STUDS WELDED TO THE

TOP PLATE OF THE BEARING ASSEMBLY, AS WELL
AS THE SIDE RETAINER PLATES AND THE STUDS
WELDED TO THEM SHALL BE INCLUDED IN
"FURNISH AND ERECT STRUCTURAL STEEL".

BE

AUTOMATICALLY END WELDED AT 1277 ALT.
CTSs.

EXPANSION JOINT DETAIL

*  FURNISH IN SEGMENTS OF 20 FT. MAXIMUM LENGTH. MAXIMUM

SPACE BETWEEN INSTALLED SEGMENTS SHALL BE

3

6

. SEAL

SPACE WITH SILICONE SEALANT SUITABLE FOR STRUCTURAL STEEL.
*x CUT RETAINER BARS IN SIDEWALK OR MEDIAN 6" SHORT OF THE

SIDEWALK OR MEDIAN FACE.

AFTER FABRICATION ALL SURFACES OF THE STEEL PLATES SHALL BE
GIVEN ONE SHOP COAT OF PAINT SPECIFIED FOR STRUCTURAL STEEL.

EXPANSION JOINT AND

BEARING DETAILS
HOLMES STREET OVER

ILLINOIS CENTRAL RAILROAD

CITY OF PAXTON, FORD COUNTY
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